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Low Battery Indication 

Clips

Leads

Digital Clamp Multimeter Model UT205 and UT206(hereafter 
referred to as "the Meter") are  4000-count hand-held instruments 
with remarkable features: reliable and steady operations, over
-load protection for all ranges and unique structure. They are 
designed with large-scale integrated circuits and dual integral 
A/D converter as the core, which can measure AC/DC voltage, 
AC current, resistance,capacitance, diode, continuity, frequency
/duty cycle and temperature. The series is also equipped with 
unique clamp jaw lamp and backlight to make the measurement 
easier. 

for

pc

pc

pc

pc

P D
D

O C
I

 when

the replacement 
parts with the same model or identical electrical specifica
-tions.
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Description

Measuring DC Voltage(See Figure 3)
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Measuring AC Voltage(See Figure 4)
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under the range of 



Measuring Capacitance

Measuring Temperature (UT206, See Figure 11)

Maintenance
Measuring AC Current (See Figure 12)

Measuring Frequency (See Figure 9)

F

ranges are:

 the connection between the temperature probe and measured 
 object, and remove the temperature probe from the input 
 terminals of the Meter.

disconnect 

trigger

Max. Voltage: 600Vrms between any Terminal and 
                        Grounding

Max. Current for Clamp Jaw: 1000A AC, Continuous 
                                                  Measurement.

Opening

Low Battery Indication:

and Double 
Insulation.
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